CHANGES TO TENDER DOSSIER No.1 TO SUPPLY TENDER DOSSIER



Contract Number and Title: TR2012/0124.15/Supply for Support to Turkey in Providing Assistance to Syrians under Temporary Protection

Publication Reference: EuropeAid/137033/IH/SUP/TR


ITT

Former Text

11. Content of tenders

Part 3: Documentation:

The tender guarantee, for lot 9: 110.000
Shall read as 

11. Content of tenders

Part 3: Documentation:

The tender guarantee, for lot 9: 20.000



Former Text

22. Tender guarantee

The tender guarantee referred to in Article 11 above is set at EUR 75.000 for lot 1, EUR 1.600 for lot 2, EUR 12.000,00 for lot 3, EUR 150 for lot 4, EUR 2.800 for lot 5, EUR 1.500 for lot 6, EUR 55.000 for lot 7, EUR 3.500 for lot 8, EUR 110.000 for lot 9 and must be presented in the form specified in the annex to the tender dossier.
Shall read as
22. Tender guarantee

The tender guarantee referred to in Article 11 above is set at EUR 75.000 for lot 1, EUR 1.600 for lot 2, EUR 12.000,00 for lot 3, EUR 150 for lot 4, EUR 2.800 for lot 5, EUR 1.500 for lot 6, EUR 55.000 for lot 7, EUR 3.500 for lot 8, EUR 20.000 for lot 9 and must be presented in the form specified in the annex to the tender dossier.


Special Conditions

Article 31   Provisional acceptance

Following provision is added.

The term provisional acceptance shall be regarded as final acceptance for Lot 3 in any other parts of this contract.



Technical Specifications,

B. Definitions

Former Text

Central Data Management(CDM): (…)This system will also work for instant duplicity check of the data from MCS.
Shall read as 

Central Data Management(CDM): (…)This system will also work for instant duplicity check of the data from MCS or FCS.

Former Text

Extracted Fingerprint Features: Characteristic features of fingerprint images after image processing that will be created at MCS. (…)
Shall read as 

Extracted Fingerprint Features: Characteristic features of fingerprint images after image processing that will be created at MCS or FCS. (…)
D. Training

Following requirements were added;

The minimum number of end users to be trained and the minimum period of the training is given in detail below;

· For Lot 1; training of min 1 person for 1 day at the place delivery covering the operation of the vehicles,

· For Lot 2; training of min 1 person for 1 day at the place delivery of the equipment 

· For Lot 5; training of min 1 person for 1 day at the place delivery of the equipment 

· For Lot 6; training of IT staff (min.5 persons) for 1 day on-site for supplied equipment and software products

· For Lot 8; training of IT staff (min.5 persons) for 2 day on-site for supplied equipment and software products

· For Lot 9; training of IT staff (min.10 persons)  for 3 day on-site for supplied equipment.
Shall read as
Former Text

Lot No: 1. Minibuses (19+1) –title of the lot-

Shall read as 

Lot No: 1. Minibuses (16+1) –title of the lot-

Item 1.1.1

Former Text

Engine type: Diesel engine type 
Shall read as
Engine type: Diesel engine type (min 1850cc, max 2500cc)”  

Item 1.1.15

Former Text

Trip computer and warning system for  fuel consumption, vehicle range, distance travelled, current speed, average speed, travel time, speed warning, oil temperature. 

Shall read as 

Trip computer and warning system for fuel consumption (or fuel level), vehicle range, distance travelled, current speed, average speed, travel time, speed warning, oil temperature, oil level, overheating engine. 

Item 1.1.17

Former Text

2 12V socket located at front panel and front part of ceiling
Shall read as 

1 12V socket located at front panel
Item 1.1.18

Former Text

automatic air conditioning system for passengers and driver (one for front and one for rear compartment)

Shall read as 

Manual or automatic air conditioning system for passengers and driver (separately controlled one zone for front and one zone for rear compartment)

Item 1.1.20 

Former Text

The vehicle shall be provided with;

- fire-extinguisher, 

- first aid kit,

- tire repair kit with full size spare tire 

- other items required by Turkish law (snow chains etc.) to be driven on the road.

Shall read as 

First aid kit, tire repair kit with full size spare tire, four chains,  one (3 kg) fire extinguisher and as well as two wheel scothes, one reflector, four emergency hammer, two neck corsets, one electric torch should be provided.

Item 1.1.23
Former Text

The vehicle should have windows in bot driver and passenger cabins and curtains on the passenger sides.

Shall read as
The vehicle should have windows in both driver and passenger cabins and curtains on the passenger sides.

Item  2.1 Wheelchairs (battery-operated)

Added as a new specifications
2.1.7 min. 24V (20Ah)
2.1.8 Shall have silicone-filled tires

Item 3.1.1

Former Text

Cardboard case (Dimension=70x36cm, (±10%) holder, lock)
Shall read as 

Cardboard case, multicolour (Dimension=35x 25 cm, Depth= 6 cm (±5%) holder, lock)

Item 3.1.3

Former Text

Lead Pencils (6x)

Shall read as 

The lead pencils shall be 2 (2B), 2 (4B) and 2 (6B) – 6 in total.
Item 3.1.4

Former Text

18 Set Colour Pencils and box (Dimension=9x18mm (±10%))

Shall read as
18 Set Colour Pencils and box (Dimension=9x18cm (±10%))
Added as new specification

The material of the pencil box should be fabric
Item 3.1.8

Former Text

- Fairy tale book 1 Turkish-Arabic (Nasreddin Hoca) (Dimension 21x21, 80 gr.) 

- Fairy tale book 2 Turkish-English (Nasreddin Hoca) (Dimension 21x21, 80 gr.)
Shall read as 

- Fairy tale book 1 Turkish-Arabic (Nasreddin Hoca) (Dimension 21x21 cm (±10%), 80 gr., 16 pages) 

- Fairy tale book 2 Turkish-English (Nasreddin Hoca) (Dimension 21x21 cm (±10%), 80 gr. 16 pages)

Item 3.1.8

Added as a new specification
The cover of the notebooks and fairy tales should be at least 350 g/m2.
The pages of  the notebooks and fairy tales should be at least 80g/m2 1st grade

Added as a new specification

Item 3.1.9

Items 3.1.1 to 3.1.8 Shall be compatible with EU standards.
Item 5.1.4

Former Text

Redial, mute, flash key function
Shall read as 

Redial, mute, hold feature function

Item 5.1.8

Following Specification was deleted

Should be compatible with the specifications of Item 6.1

Item 5.2.7
Former Text

Graphics: Integrated with the main board. External solutions will not be accepted. Graphics card can provide 1920 x 1080 pixels resolutions. Display port and connection cables will be given as Display Lead wire without mid transducer.
Shall read as 

Graphics: Integrated with the main board. External solutions will not be accepted. Graphics card can provide 1920 x 1080 pixels resolutions. Display port or HDMI port and its connection cables will be given as Display Lead  wire without mid transducer.
Item 5.2.14

Former Text

Power: 240 Watt

Shall read as 

Power: min 180 Watt

Item 5.3.1

Former Text: 

Engine type: Euro-5 or better Diesel engine type
Shall read as

Engine type: Diesel engine type
Item 5.3.2.

Former Text: 

Power: Minimum 26.5 kW 
Shall read as

Power: Minimum 24 kW

Item 5.3.3

Former Text

Working voltage 220-240 V, 50 Hz.
Shall read as 

Working voltage 220/230-240 V, 50 Hz.
Item 5.3.6 

Former Text

Weight: Max. 900 kg
Shall read as 

Weight: Max. 1100 kg

Item 6.1.2 

Former Text

System query from the display 

Shall read as 

System query from the display with error messages to the operator by way of automatic notification system

Item 6.1.2 

Added as a new specifications
Minimum 8 external  and 12 internal lines
Added as a new specification

Lot 7 

General Requirement

In case there is an inconcistency between technical specfications and drawings, the technical specifications will precede.

Prefabricated Buildings

DRY AREAS Exterior Walls : 

Former Text

RAL 9002 painted galvanized sinusodial steel sheet of 0.50 mm in thickness,

Shall read as 

RAL 9002 painted galvanized sinusodial steel or  trapezoidal sheet of 0.50 mm in thickness,
Former Text

Pe foil (110 gr/m²) vapor barrier
Shall read as 

Pe foil (110 gr/m²) vapor barrier with 0.09mm of thickness

Prefabricated Buildings

WET AREAS Exterior Walls : 

Former Text

RAL 9002 painted galvanized sinusodial steel sheet of 0.50 mm in thickness,

Shall read as 

RAL 9002 painted galvanized sinusodial steel or  trapezoidal sheet of 0.50 mm in thickness,
Former Text

Pe foil (110 gr/m²) vapor barrier
Shall read as 

Pe foil (110 gr/m²) vapor barrier with 0.09mm of thickness
Prefabricated Buildings

DRY AREAS Interior Walls : 
Former Text

Prefabricated sandwich panel made up from white melamine coated water resist plaster wood of 12,5 mm. in thickness and 560 kg/m3 in density at dry area faces and plate rockwool of 50 mm. in thickness and 90 kg/m3 in density will be used in between. Wall frame will be constructed of steel profiles. Interior walls will be 114 mm. in thickness. All wall assemblies will be plumb and of sufficient strength to minimize vibrations caused by normal use and the opening and closing of doors and windows.

Shall read as 

Prefabricated sandwich panel made up from white  water resist plasterboard of 12,5 mm. in thickness and 560 kg/m3 in density at dry area faces and plate rockwool of 50 mm. in thickness and 90 kg/m3 in density will be used in between. Wall frame will be constructed of steel profiles. All wall assemblies will be plumb and of sufficient strength to minimize vibrations caused by normal use and the opening and closing of doors and Windows.

DRY AREAS
Exterior Walls : 
Former Text
12,5 mm. melamine coated water resist plasterboard
Shall read as
12,5 mm. water resist plasterboard
Prefabricated Buildings

WET AREAS 
Exterior Walls: 

Following Specification was deleted

Interior walls will be 109 mm. in thickness

WET  AREAS
Exterior Walls : 
Former Text
12,5 mm. melamine coated water resist plasterboard
Shall read as
12,5 mm. water resist plasterboard
Prefabricated Buildings

External Door: 

Former Text

Heavy duty, fire rated gray white colored galvanized steel sheet on both faces and rockwool in between.
Shall read as 

Heavy duty, fire rated gray white colored galvanized steel sheet on both faces and rockwool in between. (fire protection for at least 30 min.)

Prefabricated Buildings

Interior Door: 
Former Text

Telegray1 colored medium dense fiberboard covered fire retardant wooden door.
Shall read as 

Telegray1 colored medium dense fiberboard covered fire retardant wooden door. (fire protection for at least 30 min.)

Prefabricated Buildings

The title EXHAUST FAN was renamed as FIRE PROTECTION

Prefabricated Buildings

Internal Window:

Former Text
“Transam feature” 

Shall read as 

Transom feature
Prefabricated Buildings

Climate conditions
TECHNICAL DATA:

Former Text

Climate conditions: Suitable for 3rd climate zone

Shall read as 

Climate conditions will be compatible with By-Law on Heat Insulation in Buildings
Prefabricated Buildings

DESIGN CRITERIA

Former Text

Wall mounted half pedestal ceramic washbasin (for general usage area),Maximum 40 X 50 cm.

Shall read as 

full pedestal or wall mounted half pedestal ceramic washbasin (for general usage area), Maximum 40 X 50 cm.

Prefabricated Buildings

The term “Plaster wood” has been revised as “plasterboard”.

7.3 Containers

Following specification was removed

“Building dimension after assembling: 2300x5970x2540 mm (wxlxh - ±10%)”

Item 8.2.3
Former Text

Capacity and performance: Should provide minimum 720p30 resolution quality for each of the 10 participants simultaneously during a multi-participant conference session. 
Shall read as 

Capacity and performance: Should provide minimum 1080p30 resolution quality for each of the 10 participants simultaneously during a multi-participant conference session. 
Item 8.5.19
Former Text

Optical Drive: DVD±RW with recording Software included
Shall read as 

Optical Drive (internal or external): DVD±RW with recording Software included

LOT 9
Following items under Lot 9 were removed from the scope of tender;

· 9.1 System Configuration,

· 9.2 Software Specification,

· 9.3.5 San Switch for CDM,
· 9.3.6 Type A Network Switch for CDM,
· 9.3.7 Type B Network Switch for CDM.
Item 9.3.1.1.10 
Former Text

The chassis must have at least two switching modules with following features.

· There must be at least 14 licensed and ready-to-use connection ports with a speed of 10 Gbps each, which connect the card type servers inside the chassis,

· For the external network connections of the card type servers inside the chassis, there must be at least 20 SFP+ ports support and four of them have 10Gbps SR type SFP+ modules, and at least two RJ-45 type network connection interfaces each with a speed of 1 Gbps. 
· Must have 802.1Q VLAN tagging feature and at least 32 VLAN support units in total,
Shall read as 

The chassis must have at least two switching modules with following features.

· There must be at least 14 licensed and ready-to-use connection ports with a speed of 10 Gbps each, which connect the card type servers inside the chassis,

· For the external network connections of the card type servers inside the chassis, there must be at least 8 SFP+ ports support and four of them have 10Gbps SR type SFP+ modules 
· Must have 802.1Q VLAN tagging feature and at least 32 VLAN support units in total
Item 9.3.1.2.4

Former Text

The server must have a minimum of 24 memory slots.

Shall read as 

The server must have a minimum of 16 memory slots.
Item 9.3.1.2 

Added as a new specification

9.3.1.2.13 The tenderer shall propose the compatible operating system with its software.
Item 9.3.1.2.8

Former Text

The server must have a RAID controller with 2 GB Flash. The controller must support RAID 0 and RAID I.

Shall read as

The server must have a RAID controller with 1 GB Flash, The controller must support RAID 0 and RAID 1.

Item 9.3.1.2.11

Following Specification was deleted

The server must have light-path diagnostics which is persistent with server powered off.

Item 9.3.1.3

Item 9.3.1.3.2

Former Text

The server must have at least four processors each with 12 cores, each core with a speed of 2.6 GHz and a L3 cache of 30 Mb.
Shall read as

The server must have at least four processors each with 12 cores, each core with a speed of 2.1 GHz and a L3 cache of 30 Mb.

Item 9.3.1.3.13

Following Specification was deleted

The server must have predictive failure analysis (PFA), which detects possible failure of processors, memory, fans, VRMs, power supplies and hard disk drives.  

Item 9.3.1.3.14

Following Specification was deleted

The server must have light-path diagnostics which is persistent with server powered off.

Item 9.3.1.3.15

Former Text

The server must have at least two USB 3.0 ports.
Shall read as

The server must have at least two USB 3.0 or USB 2.0 ports.
Added as a new specification

9.3.1.2.16 The tenderer shall propose the compatible operating system with its software.
Item 9.3.2.1

Former Text

Disk units must have an expandable structure allowing up to 240 disks. And it must have at least support for 2048 LUN Volumes.  
Shall read as

Disk units must have an expandable structure allowing up to 240 disks

Item 9.3.2.10
Former Text

It must have at least 8 GB cache. For this memory space, it must not use SSD disks or memory units with built in cards
Shall read as

It must have at least 8 GB cache. 
Item 9.3.3.1

Former Text

An integrated solution that is an appliance type disk based backup unit (an all-purpose data storage with gateway) must be proposed.

Shall read as

An integrated solution that is an appliance type disk based backup must be proposed.

Item 9.3.3.2

Former Text

It must have a raw nearline SAS or midline SAS drive capacity of at least 24 TB. This capacity must be expandable to at least 100 TB raw capacity without changing the current configuration.
Shall read as

Usable capacity should be at least 24 TB. This capacity must be expandable to at least 100 TB raw capacity without changing the current configuration.

Item 9.3.4.1

Former Text

Back-up software must have capability to save files on SAN (Storage Area Network) and disk based back up system over the network.
Shall read as

Back-up software must use SAN Protocol (Storage Area Net work) or lP network protocols to transfer any backup data to disk based back up system.

Item 9.3.7.29
Following Specification was deleted

Processor and built-in cooling unit/fan must be of same brand.

Item 9.3.7.34 

Former Text

With each computer, at least 103 Turkish keyboards will be supplied, the same brand as computers.
Shall read as

With each computer, at least 1 Turkish keyboards with 103 keys will be supplied, the same brand as computers.

Admin Grid

Following item was deleted;

17. Certificate issued by the relevant national body for radiation safety.
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