CHANGES NO.1 TO THE TENDER DOSSIER
Contract Title:
Supply of Equipment for Improvement of Gas Network Infrastructures 
Publication Reference: 
EuropeAid/139333/IH/SUP/TR
Location:
Turkey
The Tender Dossier is corrected or modified as follow: 

TECHNICAL SPECIFICATIONS
LOT 1 – MODULAR DATA CENTER
Former Text:

	[…]
	[…]

	1.1.11.
	Three sensors shall present in each case for detection of the cold and warm air temperatures.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	1.1.11.
	There shall be temperature sensors installed on the front of the device near the fans and three further temperature sensors installed in the rear of the evaporator coil. All these measure the cold air temperature and forward the readings to the control unit.

	[…]
	[…]


Former Text:

	[…]
	[…]

	1.2.1.1.
	The Data Center Container's dimensions WxHxD shall be minimum 3000 x 3250 x 11500 mm.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	1.2.1.1.
	The Data Center Container's dimensions WxHxD shall be minimum 3000 x 3000 x 11500 mm.

	[…]
	[…]


Former Text:

	[…]
	[…]

	1.5.4.
	DCIM shall manage and monitor all structure devices (such as sensors, cooling devices) in data center room.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	1.5.4.
	DCIM shall monitor all structure devices (such as sensors, cooling devices) in data center room.

	[…]
	[…]


The new item 1.6.7. is inserted:

	[…]
	[…]

	1.6.7.
	There will be two UPS frames in this project one is route A and other one is route B. Each UPS capacity must be minimum 75 kVA/kW single frame, three/three phase, fully modular and redundant. UPS frame capacity will be expanded to 200 kVA/kW in future easily. Each UPS have 15 min. battery capacity for full load.

	[…]
	[…]


Former Text:

	[…]
	[…]

	1.12.1.
	Total of 2 SIEM Software shall be provided with 5000 licenses for each.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	1.12.1.
	Total of 2 SIEM Software shall be provided with 5000 device licenses or 125 GB/day log data for each.

	[…]
	[…]


Former Text:

	[…]
	[…]

	1.12.19.
	Reports format shall be pdf, xml or html.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	1.12.19.
	Reports format shall be pdf, csv, xml or html.

	[…]
	[…]


Former Text:

	[…]
	[…]

	1.14.1.
	Network Traffic Monitoring Systems shall be provided with 350 licenses for each.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	1.14.1.
	Network Traffic Monitoring Systems shall be provided for two different domains (IT network and SCADA network) and shall be licensed at least 2000 fps or 350 device license for each two domains (IT network and SCADA network) separately.

	[…]
	[…]


Former Text:

	[…]
	[…]

	1.14.5.
	Routed traffic reports and statistics shall be produced for data flow without using Tap, Span or Port Mirroring technologies.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	1.14.5.
	Routed traffic reports and statistics shall be produced for data flow.

	[…]
	[…]


LOT 4 – DEMAND FORECASTING SOFTWARE 
Former Text:

	[…]
	[…]

	4.1.1.1.
	A demand forecasting software with a proper server license allowing for unlimited users in a purpose of being able to be operated by all BOTAŞ personnel shall be provided.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	4.1.1.1.
	A demand forecasting software with a proper server license allowing for unlimited users in a purpose of being able to be operated by all BOTAŞ personnel shall be provided. The licenses will be perpetual.

	[…]
	[…]


Former Text:

	[…]
	[…]

	4.1.1.19.
	The following forecasting methods shall be used and users shall be able to use all forecasting methods without limitation:

· Combination (combines forecasts from other models to generate a more accurate forecast),

· ARIMA,

· Bayesian,

· Spline fitting (non-linear regression),

· Linear regression,

· Neural network,

· Profiling (to apply a profile to a lower granularity forecast).

	[…]
	[…]


Shall read as:

	[…]
	[…]

	4.1.1.19.
	The following forecasting methods shall be used and users shall be able to use all forecasting methods without limitation:

· Combination (combines forecasts from other models to generate a more accurate forecast),

· Combination of Seasonal, Autoregressive, Integrated, Moving Average, Exogenous Variable components of time series analysis. (Eg: SARIMAX, ARIMA)

· Spline fitting (non-linear regression),

· Linear regression,

· Neural network,

· Profiling (to apply a profile to a lower granularity forecast).

	[…]
	[…]


Former Text:

	[…]
	[…]

	4.1.2.8.
	Reporting tool shall be ready.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	4.1.2.8.
	Reporting tool shall be ready. There will min. 30 report templates. The user will have the tools to create his own templates, as well.

	[…]
	[…]


LOT 5 – REAL-TIME NETWORK SIMULATION SOFTWARE
Former Text:

	[…]
	[…]

	5.1.1.24.
	License will be provided by the Contractor allowing for unlimited number of end users in a purpose of being able to be operated by all BOTAŞ personnel.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	5.1.1.24.
	License will be provided by the Contractor allowing for unlimited number of end users in a purpose of being able to be operated by all BOTAŞ personnel. The licenses will be perpetual.

	[…]
	[…]


LOT 6 – REDUCTION AND MEASUREMENT STATION (RMS) PANELS AND REMOTE TERMINAL UNITS (RTUS) PANELS

Former Text:

	[…]
	[…]

	6.1.1.6.7.
	Configurable DIOs (by jumper) shall be 4 channels.

	[…]
	[…]

	Shall read as:

[…]
	[…]

	6.1.1.6.7.
	Configurable DIOs (by jumper) shall be 4 channels or 4 separate DI (digital input) and DO (digital output).

	[…]
	[…]


Former Text:

	[…]
	[…]

	6.3.6.
	Continuous operating temperature shall be -30°C – (+70°C).

	[…]
	[…]


Shall read as:

	[…]
	[…]

	6.3.6.
	Operating temperature shall be -30°C – (+60°C).

	[…]
	[…]


Former Text:

	[…]
	[…]

	6.4.5.8.
	Operating temperature shall be -40°C – 70°C.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	6.4.5.8.
	Operating temperature shall be -20°C – (+ 60°C ).

	[…]
	[…]


Appendix K is revised by adding the sheet (GC, EVC, STATION RTU, SERVER IO PLC). The revised Appendix is published enclosed to this document. 

Appendix L is revised by adding the sheet (AI, DI, AO, DO). The revised Appendix is published enclosed to this document.

Tender Guarantee Form is revised by adding header and the revised Tender Guarantee Form is published enclosed to this document.

Annex IV – Budget Breakdown is revised by adding header and the revised Annex IV – Budget Breakdown is published enclosed to this document.
All other terms and conditions of the tender dossier remain unchanged. The above alterations and /or corrections to the tender dossier are integral part of the tender dossier.
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