CHANGES NO.1 TO THE TENDER DOSSIER
Contract Title:
Supply of Equipment for Improvement of Customs Enforcement Capacity
Publication Reference: 
EuropeAid/139236/IH/SUP/TR
Location:
Turkey
The Tender Dossier is corrected or modified as follow: 

TECHNICAL SPECIFICATIONS
LOT 1: Detector Dogs
Former Text:

	[…]
	[…]

	1.3
	All dogs must be passive response dogs. Their specialization areas must be on narcotics, cash, explosives and public order.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	1.3
	All dogs must be suitable to be trained as passive response dogs and they must be suitable to be specialized on narcotics, cash, explosives and public order areas.

	[…]
	[…]




Former Text:

	[…]
	[…]

	1.8
	All dogs to be tested must have canine trainings (basic compliance training) and a valid certificate about it.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	1.8
	All dogs to be tested must have canine trainings (basic compliance training).

	[…]
	[…]




Former Text:

	[…]
	[…]

	1.10
	The Contractor must have a national/international license to store drug scents and explosive scents for the purposes of detection dog training.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	1.10
	[EXCLUDED]

	[…]
	[…]


LOT 2: Detector Dog Carriage Vehicles and Law Enforcement Vehicles

ITEM 2.1: Specially Designed Detector Dog Carriage Vehicles
Former Text:

	[…]
	[…]

	2.1.3.7
	“Must have a rear view camera and a park sensor system with adequate number of sensors inside the back bumper. Sensor system must give the distance information with audible alarms. There must be also a separate display showing the distance.”

	[…]
	[…]


Shall read as:

	[…]
	[…]

	2.1.3.7
	Must have a park sensor system with adequate number of sensors inside the back bumper. Sensor system must give the distance information with audible alarms. There must be also a separate display showing the distance.

	[…]
	[…]


Former Text:

	[…]
	[…]

	2.1.4.5
	Rear boot (detector dog cage compartment) must have a double door mechanism with an asymmetric opening direction.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	2.1.4.5
	Rear boot (detector dog cage compartment) must have a double door mechanism with an asymmetric opening direction or have a single half-glass door mechanism with an opening system to the up.

	[…]
	[…]




Former Text:

	[…]
	[…]

	2.1.5.4
	Must have three passenger seats at the rear passenger compartment. Seats must be made of faux leather for easy cleaning.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	2.1.5.4
	Must have three passenger seats at the rear passenger compartment. Seats shall be made of fabric.

	[…]
	[…]


Former Text:

	[…]
	[…]

	2.1.7.5
	Reflective bands on which “Customs Enforcement – Do Not Enter” in Turkish details of which will be determined by the Beneficiary sign is indicated must be provided. These bands must have a length of minimum 5000 meters. The bands shall be cut easily by scissors.”

	[…]
	[…]


Shall read as:

	[…]
	[…]

	2.1.7.5
	Barricade tapes on which “Customs Enforcement – Do Not Enter” in Turkish details of which will be determined by the Beneficiary sign is indicated must be provided. These bands must have a length of minimum 5000 meters. The bands shall be cut easily by scissors.

	[…]
	[…]




Former Text:

	[…]
	[…]

	2.1.7.6
	Four spare snow tires and one regular spare tire, all of which are the same brand with the tires installed on the vehicle, must be provided.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	2.1.7.6
	Four spare snow tires and one regular spare tire, all of which are the same size and the same brand with the tires installed on the vehicle, must be provided.

	[…]
	[…]


ITEM 2.2: Specially Designed Law Enforcement Vehicles

Former Text:
	[…]
	[…]

	2.2.1.6
	The materials used must be non-polluting and shall not affect the users' health. Tenderers must submit the relevant documents to prove the compliance.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	2.2.1.6
	[EXCLUDED]

	[…]
	[…]




Former Text:

	[…]
	[…]

	2.2.3.7
	Must have a rear view camera and a park sensor system with adequate number of sensors inside the back bumper. Sensor system must give the distance information with audible alarms. There must be also a separate display showing the distance.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	2.2.3.7
	Must have a park sensor system with adequate number of sensors inside the back bumper. Sensor system must give the distance information with audible alarms. There must be also a separate display showing the distance.

	[…]
	[…]




Former Text:

	[…]
	[…]

	2.2.5.4
	Must have three double windows on both side of the vehicle. One for driver part, one for passenger part and one for boot.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	2.2.5.4
	Must have three double windows one for driver part, one for passenger part and one for tailgate.

	[…]
	[…]


Former Text:

	[…]
	[…]

	2.2.6.2
	The technical features of the light bar:
[…]

· 9 modules comprised of high power LED light sources.

[…]

	[…]
	[…]


Shall read as:

	[…]
	[…]

	2.2.6.2
	The technical features of the light bar:
[…]

· Minimum 8 modules comprised of high power LED light sources.

[…]

	[…]
	[…]




Former Text:

	[…]
	[…]

	2.2.7.5
	Reflective bands on which “Customs Enforcement – Do Not Enter” in Turkish details of which will be determined by the Beneficiary must be provided. These bands must have a length of minimum 5000 meters. The bands shall be cut easily by scissors.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	2.2.7.5
	Barricade tapes on which “Customs Enforcement – Do Not Enter” in Turkish details of which will be determined by the Beneficiary must be provided. These bands must have a length of minimum 5000 meters. The bands shall be cut easily by scissors.”

	[…]
	[…]




Former Text:

	[…]
	[…]

	2.2.7.6
	Four spare snow tires and one regular spare tire, all of which are the same brand with the tires installed on the vehicle, must be provided.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	2.2.7.6
	Four spare snow tires and one regular spare tire, all of which are the same size and the same brand with the tires installed on the vehicle, must be provided.

	[…]
	[…]










LOT 3: Dual Source Baggage Scanning Systems

Former Text:

	[…]
	[…]

	3.5.4
	Keyboard shall be mounted on a height-adjustable table. Monitor shall be mounted on walls and have height-adjustment as well.

	[…]
	[…]


Shall read as:

	[…]
	[…]

	3.5.4
	Keyboard shall be mounted on a height-adjustable table. Monitor shall be mounted on walls and have height-adjustment as well or on a height adjustable table.

	[…]
	[…]


LOT 4: Detection Devices for Narcotics and Chemicals
Former Text:

	4.2
	FTIR Device

	4.2.1
	A FTIR device with the following features shall be provided:

· Max. 2.5 kg

· IP67 and rugged

· Library: at least 5.000 items

· Analysis time: max. 60 sec

· Battery: at least 2 hours of operation

· Import and export of data

· 24/7/365 reachback support


Shall read as:

	4.2
	FTIR Device

	4.2.1
	· Max. 2.5 kg

· Library: at least 5.000 items

· Analysis time: max. 60 sec

· Battery: at least 2 hours of operation

· Import and export of data

· 24/7/365 reachback support


Former Text:
	4.3
	Raman Device

	4.3.1
	A RAMAN device with the following features shall be provided:
· Max. 1 kg

· IP67 and rugged

· Point and shoot (through sealed glass and plastics)

· Library: at least 500 items

· Analysis time: max. 90 sec

· Battery: at least 2 hours of operation

· Import and export of data

· 24/7/365 reachback support


Shall read as:

	4.3
	Raman Device

	4.3.1
	A RAMAN device with the following features shall be provided:
· Max. 2.5 kg

· Point and shoot (through sealed colored-translucent glass and transparent plastics)

· Library: at least 500 items

· Analysis time: max. 90 sec

· Battery: at least 2 hours of operation

· Import and export of data

· 24/7/365 reachback support


All other terms and conditions of the tender dossier remain unchanged. The above alterations and /or corrections to the tender dossier are integral part of the tender dossier.
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